


Technical Specification

Type

Pile content

Primary backing

Secondary backing

Pile height
Total thickness
Stitch rate
Stitch rate

Number of tufts/sgq.m.

Face weight

Total weight

Roll width

Roll length

Tuft bind

Water permeability
Colour fastness

: 3/8" tufted sand filled synthetic grass carpet,

Straight stitch pattem

: 100% Ten Cate Grass, Polysthylene,

PP rootzone - monofilamer U.V. stabilized,
12,400 Dtex

: Polypropylene, U.V.-stabilised, with spun

bond polyester, reinforcement,
total weight 260 gms/sg.m.

: SBR latex, appro. 1300 gms/sg.m. with 6 mm.

perforation holes

o +/- 30 mm. (+/- 10%)

1 +/- 32 mm. (+/- 10%)

: +/- 10.5 per 10 cm (width)

: +/- 16.0 per 10 cm (length)

o +/- 16,800 (+/- 5%)

: +/-1,600 gms/sg.m. (+/- 10%)
1 +/- 2,960 gms/sg.m. (+/- 10%)
: 200 cm, 400 cm (+/- 2 cm.)

: As required

: +/- 30 Newton

: +/- 60 ltr/sg.m./min (unfilled)

: +/- Xenon test : blue-scale > 7, grey-scale > 4




